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APPLICATIONS  ›

Mural

Exterior Interior

PROPERTIES  ›

In terms of convenience and versatility, these wall panels may be installed vertically or horizon-
tally and, once in place, exhibit exceptional weather resistance and require little or no mainte-
nance.

Arrow indicates prepainted side.

Durable, resistant 
& aesthetic.
A professional look inside or 
outside for all kinds of structures.

• Pre-cut lengths to meet your  
 requests
• Easy installation
• Multi-layer weather resistant  
 paint

• Exposed fastener profile
• Can be used on wooden or  
 steel framework
• Recyclable materials
• 40-year limited warranty

29*, 28, 26

35.23"

5/8"

5 ⅝"

2'

Available Gauge

Cover width

Rib height

C/C rib

Minimum length

Inverted
60-36

7-36

OPTION  ›

Flutes

* The 29 GA is only available in Q 317 Pure 
White. Contact one of our sales representative 

for more details.
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29 GA 28 GA 26 GA› GAUGE
NATURAL FINISHES
Galvanised Z275 (G90)
Galvalume Plus AZM150 (AZ50)
PREPAINTED FINISHES - PERSPECTRA PLUS SERIES ™

QC-28273 Bone White
QC-28783 Polar White
QC-28317 White White
QC-28260 Slate Blue
QC-28330 Heron Blue
QC-28790 Bright Blue
QC-28011 Burgundy
QC-28326 Cacao brown
QC-28229 Dark brown
QC-28306 Charcoal
QC-28305 Stone Grey
QC-28730 Regent Grey
QC-28802 Ivory
QC-28398 Iron Ore
QC-28262 Black
QC-28234 International Orange
QC-28250 Dark Red
QC-28259 Tile Red
QC-28386 Bright Red
QC-28315 Tan
QC-28307 Melcher Green
QC-28329 Forest Green
OTHER FINISHES
QC-7500 Metallic Grey
QC-9822 Ebony WKL
QC-9999 Deep Grey WKL
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2565, route 165, Saint-Ferdinand, QC G0N 1N0                 1 888 428-9921 TOLEVIGNEAULT.COM

Mural 736 profile
TECHNICAL SHEET


